Medushaan Magla Transfer Station

SPECS MANEUVERING
Class: Enormous Base || Turn Cost: N/A
In Service: 2240 Turn Delay: N/A

COMBAT STATS

Fwd/Aft Defense; 22
Sth/Port Defense: 22

Point Value: Accel/Decel Cost: N/A Engine Efficiency: N/A

Ramming Factor: 650 || Pivot Cost N/A Extra Power: O

Jump Delay: N/A Rall Cost N/A Initiative Bonus: N/A
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6 Shuttles: Thrust4
Armor: 0 Defense: 8/10
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WEAPON DATA

Plasma Accelerator

Class: Plasma @

Mode: Standard

Damage: 4d10+12 (-1 per hex)
Range Penalty: -1 per hex
Fire Control: +3/+1/-4
Intercept Rating: n/a

Rate of Fire: 1 per 3 turns
Special: Can fire atan
accelerated ROF for less
damage, as shown below:

1 per turn: 1d10+4 -1/hex

1 per 2 turns: 2d10+8 -1/hex

Light Dual Plasma
Cannon @

Class: Plasma
Mode: Standard

Dmg: 3d10+4 (-1 per 2 hexes)
Range Penalty: -1 per 2 hexes
Fire Control: +3/+1/-5
Intercept Rating: n/a

Rate of Fire: 1 per 2 turns
Special: May fire as two

light plasma cannons
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/ Twin Ultra-Light

° 11 Plasma Cannon &>
Class: Plasma
Modes: Standard
Dmg: 2d6+4 (-1 per 2 hexes)
Range Penalty: -2 per hex
Fire Control: +1/+2/+3
Intercept Rating; -1 M

Rate of Fire: 2 per turn
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